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A. PURPOSE 
 
 The purpose of this Addendum No. 1 is to revise the Unit Price Schedule by adding Item 
No. 28 – Concrete Ditch Paving on Sheet UPS-4 of the project “Specification and Contract 
Documents”.  Additionally, Section 8 – Concrete and Reinforcing Steel of the Technical 
Specifications of the project “Specification and Contract Documents” shall be modified to 
include Method of Measurement for payment of Concrete Ditch Paving. 
 
 
 
B. SPECIFICATIONS AND CONTRACT DOCUMENTS  
 PROPOSAL 
 UNIT PRICE SCHEDULE 
 
 Add Item No. 28 – Concrete Ditch Paving to the Unit Price Schedule as shown on the 
attached revised sheet UPS-4 of the project “Specification and Contract Documents.” 
 
 TECHNICAL SPECIFICATIONS 
 SECTION 8 – CONCRETE AND REINFORCING STEEL 
 
 Item 8-13 Method of Measurement (beginning on sheet 8-6) shall be amended as follows: 
 

(a)  Deleted, and replaced to read as:  Concrete Ditch Paving acceptably completed will be 
measured by the square yard of surface area field measured. 

 
(b)  Deleted, and replaced to read as:  Concrete Ditch Paving acceptably completed and 

measured as provided above will be paid for at the contract unit price per square yard 
for “Concrete Ditch Paving,” which price shall be full compensation for all material 
including concrete and reinforcing steel, for all equipment, labor, tools and incidentals 
required to complete the work. 

 



(c)  Strike, “Concrete Paving For Handicap Ramps & Aprons, 
Add, “Concrete Paving of Approach Aprons” 
 

(d)  Deleted in its entirety. 
 

END OF SECTION 
 
 
C.  CLARIFICATION STATEMENTS: 
 

• “Concrete Ditch Paving” has been added to the Unit Price Schedule as a pay item. 
• Measurement and Payment of “Concrete Ditch Paving has been amended to the 

Technical Specifications – Section 8 Concrete and Reinforcing Steel. 
• Excavation for “Concrete Ditch Paving” is included in pay item “Unclassified 

Excavation” and is not considered subsidiary to the pay item “Concrete Ditch Paving.” 
 
 
 
D. ACKNOWLEDGEMENT 
 
 The bidder should note in the space provide on Sheet P-2 of the Proposal the receipt of 
this Addendum No. 1. 



UNIT PRICE SCHEDULE 
TUCKER CREEK TRAIL 

SALEM ROAD TO COLLEGE AVENUE 
 GATLIN PARK AT SMOKING OAKS ROAD 

 
ITEM  APPROXIMATE  UNITS WITH BID PRICES  UNIT PRICE 
NO.  QUANTITY  WRITTEN IN WORDS  BID  AMOUNT 
 

UPS ‐ 4 

25.  2 Acres  Seeding and Mulching, 
    Complete at,    
       
       
       Per Acre  $    $   
 
26.  1 L.S.  Construction Layout,     
    Complete at,    
       
       
       Lump Sum  $    $   
 
27.  1 L.S.  Trench and Excavation Safety, 
    Complete at,    
       
       
       Lump Sum  $    $   
 
*****  Amendment No. 1.  ***** 
 
28.  615 S.Y.  Concrete Ditch Paving, 
    Complete at,    
       
       
       Per Square Yard  $    $   
 
***** End Amendment 
 
TOTAL AMOUNT OF BID     
       
        $       
 
 
NOTE: The following “ANTI‐COLLUSION AND DEBARMENT CERTIFICATION” and 
“CERTIFICATION FOR FEDERAL‐AID CONTRACTS” must be completed, signed, and submitted 
with the bid for this project. 
 



8 ‐ 6 

 
    (1)  Gutters to remain exposed  in the completed work and top of curb shall be given a 
steel trowel finish, followed by a light brushing. 
 
    (2)  If face form  is used, the battered face of curbs shall be given a carborundum stone 
finish as specified below for exposed surfaces.  If a face form is not used, finish shall be as specified in (1) next above. 
 
  (b)  Sidewalk  shall  be  given  a  steel  trowel  finish  and  shall  be  lightly  broomed  or  brushed  to 
produce a uniform surface of slightly roughened texture. 
 
  (c)  All  other  surfaces  which  will  remain  exposed  in  the  completed  work  shall  be  wetted 
thoroughly  and  rubbed  with  a medium‐grit  carborundum  stone,  followed  by  a  second  rubbing  with  a  fine‐grit 
carborundum stone, to obtain an entire surface of smooth texture and uniformity in color.  A cement wash to plaster 
coat shall not be used. 
 
  (d)  All concrete shall be finished in accordance with stipulations as follows: 
    (1)  General 
 
      Defective concrete, whether exposed or unexposed, shall be repaired or replaced as 
directed by the Engineer. 
 
    (2)  Formed surfaces 
 
      All form tie rods shall be removed, and all tie wires shall be cut back 1/4  inch.  The 
resulting holes and depressions shall be pointed with mortar. 
 
    (3)  Unformed surfaces 
 
      Surfaces not to remain exposed in the completed work need have no further finish if 
carefully struck off as required in paragraph 8‐10. 
 
8‐12.  Curing: 
 
  (a)  Immediately after placing or finishing, concrete surfaces shall be protected against moisture 
loss.  Where formed surfaces are cured in the forms, the forms shall be kept wet.  If the forms are removed before the 
end of the curing period, curing shall be continued for the remainder of the period using suitable means. 
 
  (b)  All  concrete,  other  than  retaining wall,  headwall  footings,  and  bottom  slabs  of  inlets  and 
junction boxes shall be cured for a period of at least five (5) days. 
 
  (c)  Curing shall be accomplished by one of the methods, or combination of methods, described as 
follows: 
 
    (1)  The surface shall be covered with burlap, cotton mats or other suitable fabric kept in 
intimate contact with the surface, or with sand which shall be kept continuously wet. 
 
    (2)  The  entire  surface  shall  be  covered  with  a  white  pigmented  curing  compound, 
applied in a two‐coat, continuous operation.  Application shall be not less than 1 gallon for 150 square feet of surface 
for each coat.  The compound shall conform to the requirements of AASHO Designation M 148. 
 
8‐13.  Method of Measurement: 
 

(a) Concrete Ditch Paving acceptably  completed will be measured by  the  square yard of  surface 
area field measured. 
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(b) Concrete Ditch Paving acceptably completed and measured aas provided above will be paid for 

at the contract unit price per square yard for “Concrete Ditch Paving,” which price shall be full 
compensation for all material including concrete and reinforcing steel, for all equipment, labor, 
tools and incidentals required to complete the work. 

 
(c) Concrete  road approach aprons, concrete pads at bench areas and concrete handicap aprons 

acceptably  completed will be measured by  the  square  foot and paid  for at  the  contract unit 
price for “Concrete Paving of Aprons”, which price shall be full compensation for all concrete, all 
other materials, equipment, labor, tools and incidentals required to complete the work. 

 
   
  END OF SECTION 
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